
MATERIAL SAFETY DATA SHEET 

FOR COATINGS, RESINS AND RELATED MATERIALS 
(Approved by US Department of Labor Essentially Similar to Form OSHA 20) 

Date Issued 10/22/01 

SECTION I 

MANUFACTURERSNAME 

GARDNER ASPHALT CORPORATION 
STREET ADDRESS CITY, STATE, AND ZIP CODE 
4161 E. 7TH AVENUE TAMPA, FL 33605 

EMERGENCY TELEPHONE NUMBER  
1-800-424-9300 
PRODUCT CLASS MANUFACTURES CODE IDENTIFICATION 

OIL SPOT PRIMER 0618 

TRADENAME 
GARDNER 

SECTION II- HAZARDOUS INGREDIENTS 

INGREDIENT PERCENT TLV 
PPM 

TLV 
Mg/M3 

LEL VAPOR 
PRESSURE 

LATEX POLYMER 
CAS # LATEX 

* 50 10 

ADDITIONAL INFORMATION- *NON-HAZARDOUS 

Hazardous Materials Identification Svstem (HMIS) 
Health 	Flammability 	 Reactivity 	 Personal Protection 

0 	 0 	 0 	 C 

........... 	 ........... 	 ........... 	 ........... 	 ........... 	 ........... 	 ........... 

SECTION III PHYSICAL DATA 

BOILING RANGE:  200°F - 215°F 	VAPOR DENSITY ® HEAVIER ❑ LIGHTER, THAN AIR   

EVAPORATION RATE ❑ FASTER ® SLOWER, THAN PERCENT VOTILE BY 	WEIGHT PER GALLON 
ETHER 	 VOLUME 80-90 % 	 BY VOLUME 8.7 LBS 

. . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . 
SECTION IV — FIRE AND EXPLOSION HAZARD DATA 

DOTCATEGORY- NR 	 FLASHPOINT- WATERBASED °FMinimum   

EXTINGUISHING MEDIA-N/A 

UNUSUAL FIRE AND EXPLOSION HAZARDS-N/A 

SPECIAL FIRE FIGHTING PROCEDURES-N/A 

NPCA 



SECTION V - REACTIVITY DATA 

STABILITY: ❑ UNSTABLE 	❑ STABLE 	 CONDITIONS TO AVOID: NONE 

INCOMPATIBILTY (MATERIALS TO AVOID): STRONG OXIDIZERS 

HAZARDOUS DECOMPOSITION PRODUCTS: N/A 

HAZARDOUS POLYMERIZATION: ❑ MAY OCCUR 	® WILL NOT OCCUR 

CONDITIONS TO AVOID: NONE 

SECTION VI-HEALTH HAZARD DATA 

........ 	 ......... 	 ......... 	 ......... 	 ......... 	 ........ 	 ....... 	 ......... 	 ......... 	 ......... 	 ............. 

EFFECTS OF OVEREXPOSURE CHRONIC NONE KVOWN . ACUTE: SKIN PROLONGED/REPEATED CONTACT 
MAY CAUSE IRRITATION TO SENSITIVE SKIN. EYES: MAY IRRITATE. INGESTION: LARGE AMOUNTS MAY 
CAUSE NAUSEA AND VOMITING. CARCINOGENICITY: NO 

EMERGENCY FIRST AID PROCEDURE-SKIN: WASH WITH SOAP AND WATER. EYES: FLUSH WITH LARGE 
AMOUNTS OF WATER FOR AT LEAST 15 MINUTES. INGESTION: CONTACT A PHYSICIAN. 

SECTION VII - SPILL OR LEAK PROCEDURES 

STEPS TO BE TAKEN IN CASE MATERIAL IS RELEASED OR SPILLED: DIKE SPILL AREA. RECOVER FREE 
LIQUID. ADD ABSORBENT TO AREA. 

WASTE DISPOSAL METHOD: DISPOSE IN ACCORDANCE WITH LOCAL, STATE OR FEDERALREGULATIONS. 

SECTION VIII - SPECIAL PROTECTION INFORMATION 

RESPIRATORY PROTECTION: N/A 

VENTILATION: USE WITH ADEQUATE VENTILATION. 

PROTECTIVE GLOVES: NOT NORMALLY REQUIRED. 

EYE PROTECTION: SAFETY GLASSES IF CONTACT LIKELY. 

OTHER PROTECTIVE EQUIPMENT: N/A 

SECTION IX - REGULATORY INFORMATION 

PRECAUTIONS TO BE TAKEN IN HANDLING AND STORAGE: STORE IN COOL PLACE 

OTHER PRECAUTIONS: KEEP OUT OF REACH OF CHILDREN. KEEP CONTAINERS CLOSED WHEN NOT IN 
USE. PROTECT FROM FREEZING. 
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